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Manufacturer & type Deutz-BF4M 2012 C Internally toothed ring gear.
Design 4-cylinder, turbocharged 2-stage planetary gear with
Engine output 84 KW (112 HP) integrated multi-disc brake.
Nominal speed 2,000 rpm : Uppercarriage swing speed | 0 - 8 rpm
Displacement 4| (244 cb in)
Cooling system Water and charge air cooling

(temperature controlled fan speed)
Emission standards COM II/TIER Il UNDERCARRIAGE
Air filter design Two-stage filter with safety valve. * Front axle: Planetary axle with integrated drum brake,
Fuel tank 300 | (79 US gal) rigidly mounted. Max. steering angle 30°.

* Rear axle: Planetary axle with integrated drum brake, oscil-
lating, with oscillating axle lock to be engaged if required.

Stabilizers 4-point stabilizers and 2-point stabilizers
Operating voltage | 24 V with support blade.
2x12V /100 Ah/760 A (to EN) Twin tires Solid rubber, elastic tires 9.00 - 20

2 uppercarriage-mounted headlamps,
1 dipperstick-mounted working ﬂoodllght.

MARDAE S 8 kW BRAKES

Service brake Hydraulic single-circuit braking system
TRAVEL DRIVE acting on all four wheel pairs.
. Parking brake Hydraulic disc brake on transmission.
* Hydrostatic transmission through variable displacement
motor with directly mounted travel brake valve. 2-speed

transmission.
Travel speed / max. gradeability | 0-20 knvh (12.4 mp/h) /55 % HYDRAULIC SYSTEM

Tuming radiue il g * Single circuit hydraulic system with load-sensing function
and torque control valve for torque-controlled swing drive -

OPERATING WEIGHTS independent from other consumers. ¢ Separate oil cooler
with large cooling surface, temperature controlled revolutions

Basic machine including work equipment and 4-pt. stabilizers of fan. ® Hydraulic filter element incorporated in oil tank.
(including 0.4 m*/0.52 yd® cactus grab) ¢ Central lubrication system as standard.

Reach 9,5 m (31') | 19.000 kg (41,900 lbs) Max. pump capacity 290 I/min. (at 2,000 rpm)
Basic machine including work equipment and 2-pt. stabilizers (77 US gal/min)

with support blade (including 0.4 m*/0.52 yd® cactus grab) Max. operarting pressure 360 bar (5220 psi)

Reach 8,2 m (27') [ 19.000 kg (41,900 Ibs) Hydraulic oil tank 2751(72.6 US gal)







